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2480/2480L
2480
Hydraulic Installation
Tool

Specifications
Weight:
1 kg (2.2 lbs.)

Stroke:
22.2 mm (0.875")
Max Operating Hydraulic Pressures:
Pull- 579 bar (8400 psi)
Return- 221 bar (3200 psi)
Capacity:
25.4 kN @ 579 bar
(5700 Ibs @ 8440 psi)

2480L
Hydraulic Installation
Tool

Specifications
Weight:
1 kg (2.2 lbs.)

Stroke:
22.2 mm (0.875")
Max Operating Hydraulic Pressures:
Pull- 579 bar (8400 psi)
Return- 221 bar (3200 psi)
Capacity:
25.4 kN @ 579 bar
(5700 Ibs @ 8440 psi)
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H U C K ®  I N T E R A C T I V E  C D  R O M  :  N O S E  A S S E M B LY  TA B L E

2480/2480L
Some Fasteners & Nose Assemblies
for use with the 2480 Tool

Type Diameter Nose Assembly

BOM 4.8 mm (3/16") 99-994

MAGNA-LOK 4.8 mm (3/16") 99-3300, 99-3303, 99-3304

6.4 mm (1/4") 99-3301, 99-3305, 99-3306, 
99-3478 (H’Duty)

MAGNA-BULB 4.8 mm (3/16") 99-3300, 99-3303, 99-3304

6.4 mm (1/4") 99-3301, 99-3305, 99-3306, 
99-3478 (H’Duty)

AUTO-BULB 4.8 mm (3/16") 99-3300, 99-3303, 99-3304

6.4 mm (1/4") 99-3301, 99-3305, 99-3306, 
99-3478 (H’Duty)

MAGNA-TITE 4.8 mm (3/16") 99-3487-6MT

6.4 mm (1/4") 99-3487-8MT

4.8 mm (3/16") 99-3003, 99-3004

6.4 mm (1/4") 99-3006, 99-3007

4.8 mm (3/16") 99-2555, 99-2556

MAGNA-GRIP 4.8 mm (3/16") 99-3200, 99-1456, 
99-1456L, 99-3202

6.4 mm (1/4") 99-3203, 99-1458, 
99-3205

99-1477UK

HUCKTAINER 9.5 mm (3/8") 99-3464, 

C6L
NOT WITH 8LC COLLAR

C6L
WITH 8LC COLLAR

& C120L

HUCKLOK 6.4 mm (1/4") 99-3301, 99-3305 99-3306, 
99-3478 (H’Duty)

MAGNA-LOK 4.8 mm (3/16") 99-3303L

6.4 mm (1/4") 99-3305L
99-3478L (H’Duty)

6.4 mm (1/4") 99-3305L
99-3478L (H’Duty)

MAGNA-BULB 4.8 mm (3/16") 99-3303L

6.4 mm (1/4") 99-3305L
99-3478L (H’Duty)

AUTO-BULB 4.8 mm (3/16") 99-3303L

6.4 mm (1/4") 99-3305L
99-3478L (H ’ Duty)

MAGNA-TITE 4.8 mm (3/16") 99-3487-6MTL

6.4 mm (1/4")* 99-3487-8MTL

C6L 4.8 mm (3/16") 99-3003L

6.4 mm (1/4") 99-3006L

MAGNA-GRIP 4.8 mm (3/16") 99-1456L

6.4 mm (1/4") 99-1458L, 99-1477UKL

HUCKTAINER 9.5 mm (3/8") 99-3464L

HUCKLOK

Some Fasteners & Nose Assemblies
for use with the 2480L Tool

Type Diameter Nose Assembly


